




















Fig.37
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Accessories
Terminal Block (J2)
A variety of wired accessory items can be connected to the 
terminal block such as Safety Infra-red Beams, electric key  
switch, door status indicators and more (Fig.37).

The terminal block also features and auxiliary output for 
controlling other devices from your transmitter. These can 
include: an alarm system, external lighting, or an automatic 
gate.

Terminal connections from top down are as follows:
30V PWR
P.E(IR)(Safety Infra-red Beam input)
P.E(0V)(IR(0V))(0V for Safety Infra-red Beam) 
GND (Common ground for accessories)
OPERATE (Open/Stop/Close trigger)
AUX OUT (Auxiliary output trigger) 

Remote Aerial (Part No 062177)
Some sites cause poor radio reception.  Particularly 
problematic areas are those where there is a large amount 
of metal, like an all steel garage, or an underground car 
park with large masses of steel reinforced concrete.  These 
issues, and others, can create radio reception issues. 

Poor radio reception will be noticed by a reduction in the 
operating range of the transmitters.

You can evaluate whether fi tting an external aerial will 
benefit t as follows:

test the maximum operating range of the transmitter 
with the garage door closed; then 
test the maximum operating range of the transmitter 
with the garage door open. 

If the range improves when the door is open you can install 
a remote aerial kit to improve reception.

Mount the aerial to a suitable location on the outside of 
the garage. Similar to a television aerial, the better the 
mounting position the better the reception will be.  Where 
possible, mount the aerial as high as possible, away from 
masses of metal and in a line of sight position to where you 
normally use your transmitter. 

1.
2.
3.
4.
5.
6.

•

•
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Fig.38

Fig.39

Accessories
Safety Infra-red Beam (Part No 062734)
For ADDITIONAL PROTECTION B&D Doors STRONGLY 
recommend the fitting of a Safety Infra-red Beam. In most 
countries Safety Infra-red Beams are mandatory on all garage 
doors  fitted  with  automatic openers. For a small additional 
outlay, B&D recommends that Safety Infra-red Beams be 
installed with the automatic opener ensuring additional 
safety and peace of mind.

IMPORTANT NOTE - The Safety Infra-red 
Beam must be installed and connected before 
the travel limits are set - See Step 7. 

WARNING: Doors requiring over 400N of  force 
to move must have Saftey Infra-red Beams fitted 
for safety.

Locate the Safety Infra-red Beam in a strategic location within 
the doorway. It is recommended that it be positioned 

150mm above the floor level 
as close as possible to the door opening 
inside the garage

Make sure to align the beams correctly. Follow the manual 
supplied with the Safety Infra-red Beams. Connect the wires 
to the terminal block as per (Fig.38).

WARNING: When using Auto-Close mode and 
Safety Infra-red Beams, the doorway must be 
clear of all obstructions and persons at all times. 
The location of the beam and manner in which it 
is installed might not give safety protection at all 
times. Check to make sure that the height of the 
beam and type used give maximum protection 
possible. 

WARNING: Automatic door - The door may 
operate unexpectedly, therefore do not allow 
anything to stay in the path of the door.

CAUTION! The location of the beam and 
manner in which it is installed might not give 
safety protection at all times. Check to make 
sure that the height of the beam and type used 
give maximum protection possible. 

Electric Key Switch (Part No 062738)
An electric key switch provides an alternative to using a 
transmitter.  Each key turn cycles through an open/stop/
close function.  The electric key switch is also an external 
release mechanism - ideal for garages only one entrance.
To connect  the  switch to  the opener's  terminal  block (J2)
refer to (Fig.39) and  the  Electric  Key  Switch's  instruction
sheet.

 
 

•
•
•
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Battery Back Up Installation

Battery Back Up (optional)
The opener has provision for a Battery Back Up kit that 
allows continued operation of the door in the absence of 
mains power.

Installation
Disconnect power to the opener.
Remove screws and swing the cover open (Fig. 40).
Mount battery pack and secure with item 11 and 12.
Mount the SBY-3 Charger Board on the pre-mounted 
hex spacers and secure with three (3) M4x8 screws.
Feed the 2-wire battery harness through the grommet 
on the base plate and connect to the SBY-3.
Feed the charger harness from SBY-3 to the control 
board.  Plug the 4-pin connector marked “SBY-3” 
onto the control board.

Warning: After the next step the opener may 
become active (even when power is off) due to 
a residual charge in the batteries. 

7.  Connect item 3 and 7 together (Fig 40).
8. Reconnect power.

1.
2.
3.
4.

5.

6.

Testing Battery Back Up
Press either the OPERATE button or transmitter 
to activate the opener.
Whilst the door is in motion disconnect mains 
power - the opener should continue to operate.

Note: Wait for the door to complete its 
travel before proceeding to the next step

Press either the OPERATE button or transmitter 
to activate the opener.
Whilst the door is in motion re-connect power. 
The door should complete the cycle as normal.

Troubleshooting
If door stops or moves very slowly under battery power, 
then the batteries may have little to no charge.

To remedy this connect mains power and leave the 
batteries to charge.  The batteries may take 24 to 48 
hours to reach their maximum charge capacity.

1.

2.

3.

4.

Fig. 40
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Fig. 41

How to use your opener
For maximum efficiency of your opener, your garage door 
must be in good operating condition.

An annual service of your garage door by an Approved 
Dealer is recommended.

CAUTION - Activate the opener only when 
the door is in full view, free of obstructions 
and with the opener properly adjusted. No one 
should enter or leave the garage while the 
door is in motion. Do not allow children to 
play with or near the door.

WARNING! This opener is a mains voltage 
plug-in domestic appliance and there are no 
user serviceable parts inside this opener.

Transmitter
To operate the opener, press the programmed 
transmitter button until your door begins to move 
(usually 2 seconds). Make sure you can see the door 
when you use the transmitter.
If you are in a vehicle you should aim the transmitter 
through your windscreen (Fig. 41).
Check that the door is fully closed before you drive 
away.
If you press the transmitter whilst the door is moving 
the door will stop. The next press of the transmitter will 
move the door in the opposite direction.

The transmitter may also be programmed to operate the 
following features (see Pages 18 to 20 for full details):

to turn the courtesy light on and off without operating 
the door, 
to activate the Auxiliary Output,
to put the door into “Pet Mode” where it opens partially 
to allow pet access to the garage, and/or
to put the garage door opener into “Vacation Mode” 
where it will not respond to any transmitters.

NOTE: Additional transmitters may be purchased at any 
time.

•

•

•

•

•

•
•

•
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Fig. 42

REPLACE BATTERY WITH CR2032 ONLY

How To Use Your Opener
Removing the Battery From the Transmitter
(Battery Type: 3V Lithium Battery CR2032). 
Use a non-metallic object (e.g. pen) to remove the battery. 
(Fig. 42)

Inbuilt Locking Facility
DO NOT lock your door when your opener is engaged as it 
has inbuilt locking facility.  With the opener engaged your 
door will be locked whether the power is on or off.

Manual Door Operation

CAUTION: when operating the manual release 
while the door is open. The door may fall 
rapidly due to weak or broken springs, or due 
to being improperly balanced. (AS3350)

CAUTION! Do not disengage the opener to 
manual operation with children/persons or 
any objects including motor vehicles within 
the doorway.

To disengage the opener from the door (preferably with 
the door in the closed position), pull down on the string 
handle on an angle towards the door. This will allow you to 
manually open or close the door. To re-engage the opener 
pull the string handle away from the door.

WARNING! When the opener is manually 
disengaged, the door is no longer locked. To 
lock the door manually, re-engage the opener 
after the door is closed.

Power Failure
When there is a power failure, the opener will be unable to 
automatically open or close your garage door. To use your 
door whilst there is no power you will need to disengage the 
opener and use the door manually – see Manual Operation 
above.
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How To Use Your Opener
Safety Infra-red Beam
A Safety Infra-red Beam Kit (Part No 062734) may be 
fi tted to this opener. 

When this option is fi tted, the operation of this 
device is such that if an object (i.e. car, child, 
etc.) blocks the Safety Infra-red Beam, then 
the garage door opener will not close the door 
automatically.
If the Safety Infra-red Beam is fi tted but not 
operating correctly, then the door once opened 
automatically, will not close automatically. The 
door may be closed by reverting to manual 
operation – see Manual Operation. 

Auto-Close Option
To have the Auto-Close option functional you must also 
have a Safety Infra-red Beam (Part No 062734) fi tted 
and functioning. To enable the Auto-Close function, 
place the AUTO-CLS jumper near the terminal block.

When this option is selected the garage door opener 
will attempt to close the door automatically 30 seconds 
after opening.

If the Safety Infra-red Beam is interrupted whilst the 
door is closing (e.g. by a person walking through 
the doorway), the door will reverse to the fully open 
position.

If the door does not close automatically, you may close 
the door using the Manual Operation.

Courtesy Light
The Courtesy Light will illuminate for approximately 
four (4) minutes each time the door is operated 
automatically. 

Spare buttons of a multi-channel transmitters can be 
programmed to turn the light on and off by remote 
control.

See Step 17.2 for more information. 

Auxiliary Output
This function allows the opener to operate other 
devices such as external lights or an alarm system. 

To use this function, a spare button of a multi-channel 
transmitter must be programmed to operate the 
Auxiliary Output feature. 

See Step 17.4 for more information. 

•

•

Vacation Mode
The radio receiver of the garage door opener can be turned 
off to all but one transmitter via Vacation Mode.  Whilst 
in vacation mode the opener will not respond to any 
transmitter.

To activate the Vacation Mode facility, see Step 17.3.

NOTE - program only one button to control “Vacation 
Mode”. This will reduce the possibility of accidental 
activation of this feature.

Pet (Pedestrian) Mode
A transmitter can be programmed to open the door partially 
to allow pet access to the garage. 

To activate Pet Mode press the transmitter button that 
has been programmed for Pet Mode - the door will open 
partially. 

See Step 17.5 for more information. 
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Maintenance
Maintenance
The SERVICE LED will indicate the requirement for a service 
and/or adjustment. To reset the SERVICE LED when the 
door is serviced, reprogram the Door Travel Limits and the 
Door Travel Force – on completion of this programming the 
SERVICE LED will go out.

Whilst your opener does not require any periodic 
maintenance, the door that it is fi tted to does. Your garage 
door is a large, heavy, moving object and should be 
tested regularly to ensure it is in good condition. A poorly 
maintained door could cause fatal or serious injuries or 
serious damage to property.

To ensure a long and trouble free life for your opener the 
following is recommended:

Monthly
Disengage the opener and manually operate the door: 
The door must be smooth to operate by hand.  An 
operating force on the bottom rail should not exceed 
150N (15kg) force.
Each month check that the opener reverses when the 
door contacts a 50mm high object placed on the fl oor 
(AS3350). Refer to Testing the Safety System (Step 
16).

NOTE: If the door does not operate smoothly, call your 
nearest Approved Dealer.

Yearly
B&D suggests that you contact your nearest Approved 
Dealer to perform an annual door service.

•

•

CAUTION: Frequently examine door, 
particularly cables, springs and 
mountings for signs of wear, damage 
or imbalance. Do not use if repair or 
adjustment is needed since a fault in the 
installation or an incorrectly balanced 
door may cause injury. (AS3350)

Adjustments should only be carried out 
by experienced persons, as this function 
can be dangerous if not performed under 
strict safety procedures.

WARNING! Failure to maintain your 
garage door may void the warranty on 
your garage door opener.

Warranty Expired Indicator
When the opener reaches the number of cycles 
covered by warranty the courtesy light will fl ash 10 
times after each operation to indicate that the warranty 
has expired. This fl ashing will continue for twenty (20) 
operations unless the user acknowledges the warranty 
expiry indicator and stops the light from fl ashing.  To 
stop the courtesy light fl ashing press the LIMIT SET 
button while the light is fl ashing after an operation.

Date Service by Signature Invoice No. Amount

Service Record
Record any maintenance in the following table to assist in any warranty service.
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If You Need a Service Call
If the opener needs service please call the dealer who 
installed the garage door opener (for product assistance 
contact 13 62 63 within Australia).

BEFORE CALLING you should have the following 
information to assist in providing the appropriate service:

Has anything happened since the opener last 
operated OK, e.g. a storm, a jolt to the door etc.?
How easy is it to manually open and close the door?
What model is the opener?
Who installed the opener?
When was it installed? 

1.

2.
3.
4.
5.

Fault Indicator
When a fault is detected the SERVICE LED will start to fl ash 
and a number of beeps will sound to indicate that there is a 
fault. The fault will be active each time an attempt is made 
to operate the door.

Pressing the LIMIT SET button will reset the opener. If the 
fault continues to be tripped contact an Approved  Dealer 
for assistance.

Troubleshooting Guide

Symptom Possible cause Remedy

The opener does not work from the 
transmitter

Garage door in poor condition e.g. 
springs may be broken

The opener does not have power

The battery in the transmitter is fl at

The opener has been put into 
“Vacation Mode”

The transmitter code has not been 
set

Check the door’s operation - see 
monthly maintenance (Page 27)

Plug a device e.g. a lamp, into the 
power point and check that it is OK

Replace the battery (Page 25)

Turn off “Vacation Mode” (Page 19) 

See transmitter & code setting 
procedure (Page 18)

The motor runs but the door does 
not move

The opener is disengaged Re-engage the opener (Page 25)

The transmitter range varies or is 
restricted

Variations are normal depending 
on conditions e.g. temperature or 
external interference

The battery is fl at or faulty

Position of the transmitter in the 
motor vehicle

Position of the aerial will not pick up 
the radio signal

See instructions for correct use of 
transmitter (Page 24)

Replace the battery (Page 25)

Change the position (Page 24)

Install an external aerial kit – see 
Accessories (Page 21)

The light does not work Light module is not inserted/
connected properly

Check for correct connection 
otherwise contact your dealer for 
support

The door reverses for no apparent 
reason

This may occur occasionally from 
weather changes

The opener automatically adjusts to 
compensate for changes, to adjust 
the force see (Page 17)

The door opens but will not close Auto-Close or Safety Infra-red Beam 
not operating correctly

Check the installation (Page 26) 
otherwise contact your dealer for 
support 
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Parameters
Door status indicators

Door opener state OPEN LED (green) CLOSE LED (red) Beeper

Open On

Close On

Opening Flashing

Closing Flashing

Door travel stopped Flashing Flashing

Door obstructed when opening Flashing

Door obstructed when closing Flashing Beeps while door is 
moving

Opener overloaded Alternating fl ashes Alternating fl ashes

Door in open position with Auto-
Close mode selected

One second fl ashes

Mains power interrupted Rapid fl ashes

Button Function

OPERATE Opens/stops/closes the door

CODE SET Codes a transmitter button for operate function

FORCE MARGIN SET & PLUS (+) Increases the obstruction force margin setting

FORCE MARGIN SET & MINUS (-) Decreases the obstruction force margin setting

FORCE MARGIN SET (then) LIMIT SET Reloads the factory set default obstruction force margin setting

LIMIT SET (for 6 seconds) Clears the door limits set positions. Limits then need to be reset

LIMIT SET (the power on) and hold 
until all LEDs are off

Deletes control parameters excluding transmitter storage memory

CODE SET press and hold until DOOR 
CODE LED starts fl ashing

Deletes all transmitter storage memory

LIMIT SET & CODE SET (the power on) 
and hold until all LEDs are off

Deletes all control parameters and transmitter storage memory
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Spare Parts List
Item # Description B&D Part No.

327260YSSA 1PV 0501 LIAR C1

2 EXTRUSION 1050 END VP2 062817

6182602PV 0513 NOISURTXE3

4 TAPTITE SCREW ‘S’ BLACK M4x6

918260YSSA TROPPUS NOISNET5

228260TEKCARB NOISNET6

32826004-01 TFAHS XEH7

8 SHOULDER SCREW M8x65 062824

7282601PV TEKCARB GNIPMALC9

018260YSSA 2PV ELTTUHS01

638260TROPPUS YELLUP11

73826001-61 HSUB EGNALF21

9382607.21-T21 TEKCORPS31

028260RELDI NIAHC41

1182603V XEDNI NIAHC51

16 CHAIN 1/2”x1/8” (487 LINKS) W/2CL 062812

17 CHAIN JOINT LINK

418260TIK MI PILC NIAHC81

19 TIMING PULLEY 16T10 ASSY 062840

128260RELDI GNIMIT02

1482600826-01T TLEB GNIMIT12

248260PMALC XEDNI GNIMIT22

348260EVEELS XEDNI GNIMIT32

24 METAL CHASSIS VP1 ASSY

25 GROMMET 101422

26 CORD GRIP GROMMET SB5P-2

27 POWER CORD 1.5M W2P+1R 062792

887260L022 YSSA HTRAE ERIW82

29 GEARED MOTOR ASSY 14-V2 062794

30 HELICAL GEAR 85075-12 CP ASSY

097260YSSA GNIMIT13

32 DUST COVER TOP

Item # Description B&D Part No.

34 EMC FILTER BOARD EMC 3.02 062791

35 FLANGE TAPTITE SCREW ‘S’ M4x10

36 PAN HEAD SCREW W/WASHER M4x8

37 TRANSFORMER TDB-150-08 KIT 062793

38 CABLE CLAMP ACC-2.5 (3/16”)

39 MAIN COVER VP2 SP ASSY 062779

40 CONTROL BOARD DCB01-1.00-101D 062780

41 LED LIGHT LT01

42 RIBBON 2 CORD 300mm ASSY 062785

43 LIGHT MODULE DIFFUSER 062759

44 LIGHT DIFFUSER RIGHT VP2 062784

45 LIGHT DIFFUSER LEFT VP2 062783

187260YSSA 2PV REVOC KCAB64

47 CONTROLS COVER SP VP2 062782

48 TAPTITE SCREW ‘P’ M4x12

49 SHOULDER SCREW 5-M4x6

208260NIP05

7082609280 NIP SIVELC15

52 HEX HEAD SCREW M8x25

53 HEX SERRATION FLANGE NUT M8

54 PIN SNAP SSP ZNU 31080 062804

808260TEKCARB ROOD55

56 DOOR BRACKET LOCATOR 062809

308260TEKCARB LLAW75

5282602PV TEKCARB KCART85

508260MRA TNEB95

608260MRA THGIARTS06

61 BELT GUIDE 
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Warranty
1. Defi nitions 

‘B&D’ means 
(a) in Australia - B&D Doors of 17 Oasis Court, Clontarf, Queensland, 4019, a division of B&D Australia Pty Ltd 
(ABN 25 010 473 971), or
(b) in New Zealand - B&D Doors NZ Ltd of 70 Allens Road East Tamaki Auckland, which is a subsidiary of B&D 
Australia Pty Ltd. 

‘Purchaser’ means the purchaser of the Opener. 

‘Opener’ means the ‘Controll-A-Door® Sectional Door Opener’ 

‘Approved Distributor’ means a reputable reseller of B&D products purchasing on an open account from B&D, for 
the purpose of supplying and installing those products to end users. 

‘Major Components’ means all components of the Opener that make up the powerhead, including and track 
assembly, if any, that is attached to a garage door.

‘Ancillary Components’ means all components of the Opener which are not Major Components. 

‘Manufacturer’s Written Instruction Manual’ means the instruction manual provided with the Opener.

2. This warranty applies to every sale of an Opener to a Purchaser by B&D or its Approved Distributor, and is the only 
warranty given on behalf of B&D.

3. B&D warrants that it will, at its option, either repair or replace any defects:
(i) in materials or workmanship in the Opener, subject to the following:

(a) for Major Components of the Opener that are installed by B&D or an Approved Distributor the warranty shall 
be valid for a period of sixty (60) months or 10,000 cycles (whichever occurs fi rst);

(b) for Major Components of the Opener that are not installed by B&D or an Approved Distributor the warranty 
shall be valid for a period of twelve (12) months, provided that all costs of disconnection, reinstallation and 
freight shall be borne by the Purchaser 

(c) For Ancillary Components of the Opener the warranty shall be valid for a period of twelve (12) months.
(ii) in installation for a period of twelve (12) months from the date of installation where the Opener has been 
installed by B&D or its Approved Distributor.

4. The warranties provided in clause 3(i) shall only apply to an Opener which is being used under normal use 
and service in accordance with the Manufacturer’s Written Instruction Manual and are limited to the repair or 
replacement, at B&D’s option, of any defective Opener or parts thereof.

5. The warranty provided in clause 3(i) shall apply from: 
(i) the date of delivery of the Opener by B&D; or 
(ii) the date of installation of the Opener by B&D or one of its Approved Installers; or 
(iii) the date of purchase of the Opener by the Purchaser; 
whichever is the later.

6. (i) Where the Opener has been sold to the Purchaser by B&D, the Purchaser shall make all warranty claims 
hereunder directly with B&D; 
(ii) Where the Opener has been sold to the Purchaser by an Approved Distributor, the Purchaser shall make all 
warranty claims hereunder directly with the Approved Distributor.

7. The Purchaser will pay for any service call made by B&D or an Authorised Distributor where such a call is 
made for the purpose of adjustment (as described in the Manufacturers Written Instruction Manual) and not for 
rectifi cation of a defect pursuant to the warranty hereunder.

8. (i) The Purchaser shall be responsible for any expense incurred by B&D or an Approved Distributor in ensuring 
that the Opener is readily accessible for any repair work carried out under this warranty. Where an Opener is 
installed outside a capital city metropolitan area and a warranty claim is made pursuant to this warranty, any 
travelling expenses and costs of transporting the Opener, incurred by B&D or its Approved Distributor, shall be 
borne by the Purchaser.
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9. Subject to paragraph 12 hereof; 
(i) the obligations of B&D under this warranty are limited to those contained herein and such warranties are 
expressly in lieu of all other warranties, express or implied, including any implied warranty of merchantability or 
fi tness for a particular purpose and notwithstanding any course of dealing between the parties or custom and 
usage in the trade to the contrary. 
(ii) B&D shall not be subject to nor incur and the Purchaser releases B&D from any claim or liability (including 
consequential loss or damage and loss or use or profi t) by reason of delay, defective or faulty materials or 
workmanship, negligence or any act, matter or thing done, admitted or omitted by B&D.

10. Subject to Clause 12 hereof, this warranty does not extend to and B&D will be relieved of all obligations, 
responsibilities and liabilities (direct or consequential) in the event that defects in manufacture of the Opener are 
directly or indirectly in the opinion of B&D due to or result from:
(i) being fi tted to any door or other closing device which is not of the type or condition defi ned in the 
Manufacturers Written Instruction Manual as suitable for installation of the Opener.
(ii) Lack of proper maintenance or care – failure to have the door serviced annually may void this warranty.
(iii) Incorrect and unreasonable use.
(iv) Faulty installation or adjustment of the Opener or door to which the Opener is connected where such 
installation or adjustment is not carried out by B&D or one of its Approved Distributors.
(v) Failure to observe any instructions or directions provided with the Opener or given to the Purchaser by B&D or 
an Approved Distributor.
(vi) Modifi cations or repairs made or attempted to be made by any unauthorised person.
(vii) Faulty electrical wiring of structures to which the Opener is affi xed.
(viii) Radio (including citizen brand transmissions) or other electronic interference.
(ix) Water damage, including effects from rust and corrosion.
(x) Use with doors locked.

11. The warranty contained in Clause 3 does not cover batteries or globes and B&D shall not be liable for any defect, 
malfunction or failure of such items.

12. It is expressly provided that the warranties or any terms and conditions of them or other statement contained in 
this document or other literature given to the Purchaser shall not be read or applied so as to purport to exclude, 
restrict or modify or have the effect of excluding, restricting or modifying the application in relation to the supply 
of the Opener of all or any of the provisions of Divisions 2 and 2A of Part V of the Trade Practices Act, 1974, or 
the Consumer Guarantees Act 1993 if the purchase is a ‘consumer’ and purchased the opener in New Zealand, 
(“The Act”) as amended or the exercise of a right conferred by such a provision or any other condition or warranty 
implied by any relevant State Act or Territorial Ordinance or by the general law and which by law cannot be 
excluded, restricted or modifi ed provided that to the extent that the Act permits B&D to limit its liability for a 
breach of condition or warranty implied by the Act, B&D’s liability for such breach shall be limited to the payment 
of the cost of replacing the Opener or acquiring an equivalent Opener or repairing the Opener.

13. This warranty shall be governed by and construed in accordance with Australian law if the opener was purchased 
in Australia, or New Zealand law if the opener was purchased in New Zealand.

14. Upon making a claim under this warranty the purchaser must produce proof of the date of purchase, together 
with the details set out below:

Purchased From: 

Installed By:

Installed Date:

The Purchaser shall complete this certifi cate and keep it together with a copy of the receipt of purchase in a safe 
place – production of such information will assist the handling of a claim made under this warranty.

Warranty
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Optional Accessories
There is a range of additional accessories for your added convenience and security.

• Safety Infra-red Beams - Part No 062734. Gives additional protection if the door is closing onto your property or 
person. Simply breaking the beam “stops” the door! Must be fi tted if the Auto-Close feature is operational.

• Keyring Transmitter - Part No 062731. Ideal for personal use when entry into the house may be via the garage.

• Transmitter Wall Button - Part No 062733. Allows you to operate the opener within 10 metres of the door. Ideal 
for mounting inside the house.

• Combo Access Kit - Part No 062738. Keyswitch function will open the door without a transmitter. Can be used to 
manually disengage the opener, and recommended when the garage door is the only access to the garage.

• Remote Aerial Kit - Part No 062177. For sites where radio range may be reduced.

Contact your Approved Dealer for installation of these accessory items.

When installing any accessories, always follow the instructions included with the product.

Only B&D accessories purchased from an Approved Dealer offer the highest quality and assure you of 
trouble free opener operation.
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